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RF MONITOR OPERATION  
 Prior to entering an area where 

FieldSENSE on.

 

 The LEDs illuminate in sequence 

 

 

DEVICE OVERVIEW  

1. 

2. 

4. 

Audio recording indicator

6. 

8. 

9. 

10. 
elastomer outer layer

11. 

12. 

14. 

16. 

ALWAYS ADHERE TO THE RELEVANT SAFETY REGULATIONS 
PERTAINING TO RF EXPOSURE IN THE COUNTRY OF USE.
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 Once the FieldSENSE is on, the fall 

an alarm will sound which can only 

off and on again.

 

causing unnecessary drain on the 

off after 8 hours.

EXPOSURE LOGGING

 

 

 

 
calculated and stored.
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VOICE NOTES

 

recording LED will illuminate. 

 

 

on. 

 

FALL DETECTION & ALARM 

 

2m it will sound an alarm.

 

 This is to immediately draw attention 

 The alarm, if uncleared, will continue 

REPLACING THE BATTERIES 

 
 

REMOVING THE BATTERIES FOR AN EXTENDED PERIOD OF TIME WILL 
CAUSE THE DEVICE TO LOSE TIME ON THE INTERNAL CLOCK. THIS IS 

CORRECTED BY PLUGGING IT INTO THE USB CONNECTION ON A PC 
RUNNING THE FIELDSENSE APP.
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of these correctly. 

 

 

 
intact.

HARNESS ATTACHMENT

 

 
you wish to attach it to.

 

 

 
FIeldSENSE.

 

 

 

AWP-FS60-002-revA.indd   5 2020/07/13   20:59:27



6

SPECIFICATIONS 

..................................................................
 ..................................................

 
 
 
 

 .................................................................................................
1 ..........................................................................................................................

 ..................................................................
 ..................................................................

 ................................................................................................... 2 yearly 
 .......................................

 ....................................................................
 .....................................................................

 ...................................................................................
 .................................................................................................146 x 26 x 42mm 

 ..........................................................................
 .........................................................................................

 ......................................................................................

 
ICNIRP FCC/NCRP

1. Isotropy is the measure of deviation from the mean over the sphere at a frequency, below 6 GHz

2. 

planar wave illumination on the rearside of the device, both vertically & horizontally polarised.

3. Positive values indicate conservative readings i.e. early warning. 

4. NB! Only use the device in this frequency range, measurements outside of this frequency range will not be accurate and 

cannot be guaranteed. 

5. 

6. Not suitable for Radar applications.
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REGULATORY COMPLIANCE 

 
 
 
 

. 

frequency energy and, if not installed and used in accordance with the instruction 
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